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PERFORMANCE RESULTS

PPR Carlow Concrete Tanks
Drumberry, Bunclody, Co. Wexford, Ireland

EN 12566-1
Part 1: Prefabricated septic tanks
Results corresponding to EN 12566-1 and S.R. 66

PIA-SR66-1607-1091

Three Piece Septic Tank

Material Concrete

Durability Pass

Structural behaviour (calculation) Pass (for wet ground conditions also)
Watertightness Pass

Nominal capacity 3m?

Hydraulic efficiency 99.65 % (no filter)

Performance tested by:

PIA — Priifinstitut fiir Abwassertechnik GmbH

(PIA GmbH)
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Three Piece Septic Tank range and its referring test reports:
Nominal Drawing of model of | Watertightness | Hydraulic Structural Durability
capacity the range and Nominal Efficiency Behaviour
Usable Capacity (EN 12566-1 | (EN 12566-1
capacit (EN 12566-1 Annex B) Annex D)
pactty Annex A)
Population
equivalent
(PE)
3 Pass Pass Pass Pass
3,250 | PIA2012- PIA2012- PIA2009- PIA2009-
WD/NC-1203- | HWG-1203- | ST-AT0710- | ST-
8 PE 1017B 1017B 1012 ATO0710-
1012
For wet
ground
conditions
also,
Installation
depth 1.48
m from
invert inlet
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STANDARD UNIT WEIGHTS:

1.41 tonnes
0.85 tonnes
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